COMBINATION WASTE & VENT

TP FORALFS ~__ .~

RUN

UNDER BACK BAR

* THE PIPE SIZES SHOWN IN THIS TABLE REPRESENT SERVICE PIPE SIZES AND NOT THE ACTUAL FIXTURE CONNECTION SIZE.
: ' * PIPE SIZES
IMARK FIXTURE DESCRIPTION
COLD | HOT |WASTE| VENT
P-11 HAND SINK SEE KITCHEN EQUIPMENT SUPPLIER ($11) ye | oye | o iy
P-5 BLENDER STATION SEE KITCHEN EQUIPMENT SUPPLIER (§11) E| rognn
WATTS_fCO-590-RD WALL CLEANOUT W/
Weo WALL CLEANOUT BRONZE THREAD PLUG & WALL ACCESS COVER | - - - -
SIZE PER PLANS
WATTS 00200 CAST IRON FLOOR CLEANOUT
FCO FLOOR CLEANOUT OR KITCHEN EQUIP SUPPLIER SPEC - - - -
WATTS # FS—710—1—F ENAMELED FLOOR SINK
FS FLOOR SINK WITH NICKEL BRONZE TOP - - 7 | coman,
VERFY FLOOR TYPE W/ ARCHITECT, SIZE PER PLANS
POWER HYDROGUARD SERIES 480
V-1 | e UNDERCOUNTER MTD SOLIG BRASS ADJ TEMP - - - -
T0 90 DEGREES, OR APPROVED EQUAL
_ PPP INC. PRIME-RITE PR-500 TRAP W/ AR GAP
P i VACUUM BREAKING PORTS. PROVIDE 10°X10" - - - -
FRAMED ACESS PANEL WITH CYLINDER LOCK.
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TEE OFF EXISTING WATER LINES
ABOVE RESTROOMS.
CONTRACTOR TO VERIFY EXACT LOCATION.
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RUN CW/HW DOWN WALL
UNDER SLAB TO BAR

DOMESTIC WATER ISOMETRIC

FLOOR DRAIN

FLUSH MOUNT
FLOOR SINK

RAISED LIP
FLOOR SINK

ADJUSTABLE SHANK:
FINISHED FLOOR

FLUSH MOUNT

éCLAMPING C

OLLAR

PITCH FLOOR TO FLOOR DRAIN.
SEE ARCHITECTURAL PLANS,

FINISHED FLOOR
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HIGH WATER LEVEL~—

90
BRING VENT UP AS
/ HIGH AS POSSIBLE

RAISED LIP FLOOR SINKS
ARE TO ONLY BE LOCATED
WHERE IT CANNOT BE A
TRIP HAZARD (UNDER
EQUIPMENT, IN' CORNERS,
ETC.) :

ALL OTHERS TO BE FLUSH
MOUNTED.
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|
\FOOT VENT BELOW FLOOR

WASTE BELOW FLOOR
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" FITTING
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ISLAND VENT

NOT TO SCALE

VENT IN FURRED AREA
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L[ EXISTING GREASE WASTE LINE

CONTRACTOR TO VERIFY EXACT LOCATION
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NOTE:

VENT PIPING AND ROOF JACK SHALL BE INSTALLED BY
THE PLUMBING CONTRACTOR PRIOR T0 ROOFING APPLIC—
ATION COORDINATE WITH GENERAL CONTRACTOR

NOTE:
PLUMBING CONTRACTOR TO COORDINATE ROOF

JACK W/ ROOF MANUFACTURER IN ORDER TO
MAINTAIN ROOF WARRANTY

"STONEMAN™ ROOF JACK

INSTALLED PER MANUF—
ACTURERS SPECIFICATIONS

FCR ROCFING REFER TO
ARCHITECTURAL DRAWINGS
FOR CONSTRUCTION

ROOF\
BUILDING STRUCTURE

VENT PIPING — REFER /

TO PLANS FOR SIZES

rJIZILI/

12" MIN.

-

TEMPERING/MIXING VALVE

VENT THRU ROOF

WASTE & VENT ISOMETRIC _

EXISTING - NEW
DOMESTIC WATER CALC. DOMESTIC WATER CALC.
FIXTURE ary. IF.U./EAJTOTAL F.U. FIXTURE arv. |F.u./ealToTaL FU.
EX WATER CLOSETS 5 10 50 "EX WATER CLOSETS 5 10 50 -
EX URINAL 2 5 10 EX URINAL 2 5 10
EX LAVATORIES 5 | 2 10 "EX LAVATORIES 5 2 10
MOP SINK 1 4 4 MOP SINK 1 4 4
3 COMPARTMENT SINK 2 4 8 3 COMPARTMENT SINK 2 4 8 .
PREP SINK 2 2 4 PREP SINK 3 2 6
HAND. SINK 3 2 6 HAND. SINK 4 2 8
ICE MACHINE 1 2 2 ICE MACHINE 1 2 2
| MUG WASHER 1 3 3
" TOTAL F.U. 94 TOTAL F.U. | 101
GPM 68 GPM
SERVICE PROVIDED 1-1/2" EXISTING SERVICE PROVIDED 1-1/2"

© THIS DRAWING 13 AN INSTRUMENT OF SERVICE AND THE PROPERTY OF BAR NAPKIN,LLC. THIS DRAWING MAY NOT BE REPRODUCED OR UTILIZED IN ANY MANNER WITHOUT THEIR WRITTEN PERMISSION.
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